
Route 25 and I-495 South
Between the Bourne Bridge, Bourne, and Route 140, Mansfield



Route 25 – I-495 Northbound: Route 6, Bourne, to Route 28, Middleborough
AWDT Traffic Flow Diagrams: 2004 & 2011
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Route 25 – I-495 Northbound: Route 6, Bourne, to Route 28, Middleborough
AM Peak Period Traffic Flow Diagrams: 2011

6–7 AM
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Route 25 – I-495 Northbound: Route 6, Bourne, to Route 28, Middleborough
PM Peak Period Traffic Flow Diagrams: 2011
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I-495 – Route 25 Southbound: Route 28, Middleborough, to Route 6, Bourne
AWDT Traffic Flow Diagrams: 2004 & 2011
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Route/ Lane Schematic

08/12

Int. 3
Route 28

Int. 2
Route 58 Route 6

Int. 1
I-195 Maple Springs Rd.

Glen Charlie Rd.

25,000 23,000 24,000 21,000 25,000 19,500 31,500 24,500 26,500 19,000 27,000
2,500 1,0

00
3,000 4,0

00
5,500 12

,00
0 7,000 2,0

00
7,500 8,0

00

23,000 20,500 22,000 18,500 22,500 16,500 29,500 21,500 23,500 15,000 25,000
2,500 1,5

00
3,500 4,0

00
6,000 13

,00
0 8,000 2,0

00
8,500 10

,00
0



I-495 – Route 25 Southbound: Route 28, Middleborough, to Route 6, Bourne
AM Peak Period Traffic Flow Diagrams: 2011
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I-495 – Route 25 Southbound: Route 28, Middleborough, to Route 6, Bourne
PM Peak Period Traffic Flow Diagrams: 2011
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Route/ Lane Schematic
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I-495 Northbound: Route 105, Middleborough, to Route 138, Raynham
AWDT Traffic Flow Diagrams: 2004 & 2011
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Route/ Lane Schematic
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I-495 Northbound: Route 105, Middleborough, to Route 138, Raynham
AM Peak Period Traffic Flow Diagrams: 2011
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Route/ Lane Schematic
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I-495 Northbound: Route 105, Middleborough, to Route 138, Raynham
PM Peak Period Traffic Flow Diagrams: 2011
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Route/ Lane Schematic
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I-495 Southbound: Route 138, Raynham, to Route 105, Middleborough
AWDT Traffic Flow Diagrams: 2004 & 2011
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Route/ Lane Schematic
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I-495 Southbound: Route 138, Raynham, to Route 105, Middleborough
AM Peak Period Traffic Flow Diagrams: 2011
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Route/ Lane Schematic

08/12

Int. 7
Route 24

Int. 8
Route 138

Int. 4
Route 105

Int. 6
Route 44

Int. 5
Route 18

1,900 1,600 1,750 1,350 1,700 1,150 1,200 800 900 800 900 800 900
300 15

0 400 35
0 550 50

400 10
0 100 10

0 100 10
0

2,900 2,400 2,600 1,850 2,350 1,600 1,650 1,050 1,200 1,050 1,150 950 1,100
500 20

0 750 50
0 750 50

600 15
0 150 10

0 200 15
0

2,600 2,150 2,400 1,750 2,350 1,600 1,650 1,150 1,300 1,100 1,200 1,000 1,100
450 25

0 650 60
0 750 50

500 15
0 200 10

0 200 10
0

2,000 1,650 1,850 1,350 1,950 1,350 1,400 950 1,100 950 1,050 900 1,000
350 20

0 500 60
0 600 50

450 15
0 150 10

0 150 10
0



I-495 Southbound: Route 138, Raynham, to Route 105, Middleborough
PM Peak Period Traffic Flow Diagrams: 2011
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Route/ Lane Schematic
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I-495 Northbound: Bay Street, Taunton, to Route 140, Mansfield
AWDT Traffic Flow Diagrams: 2004 & 2011
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Route/ Lane Schematic
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I-495 Northbound: Bay Street, Taunton, to Route 140, Mansfield
AM Peak Period Traffic Flow Diagrams: 2011
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Route/ Lane Schematic
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I-495 Northbound: Bay Street, Taunton, to Route 140, Mansfield
PM Peak Period Traffic Flow Diagrams: 2011

3–4 PM

4–5 PM

5–6 PM

6–7 PM
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I-495 Southbound: Route 140, Mansfield, to Bay Street, Taunton
AWDT Traffic Flow Diagrams: 2004 & 2011
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Route/ Lane Schematic
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I-495 Southbound: Route 140, Mansfield, to Bay Street, Taunton
AM Peak Period Traffic Flow Diagrams: 2011
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Route/ Lane Schematic
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I-495 Southbound: Route 140, Mansfield, to Bay Street, Taunton
PM Peak Period Traffic Flow Diagrams: 2011
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